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RX 70-45
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RX 70-50/600

RX 70 Technical Data 
Diesel and LPG Forklift Trucks
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RX 70-40/50 Diesel and LPG Forklift Trucks 
Basic Load Capacities

RX 70-50/600 Telescopic mast 
single superelastic tyres

Load centre c = 600 mm

Lift height in mm

Ba
si

c 
lo

ad
 c

ap
ac

ity
 in

 k
g

RX 70-50 Telescopic mast 
single superelastic tyres

Load centre c = 500 mm

Lift height in mm
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RX 70-45 Telescopic mast  
single superelastic tyres

Load centre c = 500 mm

Lift height in mm
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RX 70-40 Telescopic mast  
single superelastic tyres

Load centre c = 500 mm

Lift height in mm
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RX 70-50/600 Triplex mast  
single superelastic tyres

Load centre c = 600 mm

Lift height in mm
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RX 70-50 Triplex mast  
single superelastic tyres

Load centre c = 500 mm

Lift height in mm
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RX 70-45 Triplex mast  
single superelastic tyres

Load centre c = 500 mm

Lift height in mm
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RX 70-40 Triplex mast  
single superelastic tyres

Load centre c = 500 mm

Lift height in mm
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  With standard forks           With integrated side shifter and standard forks 
The values indicated may vary depending on the truck’s features
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RX 70-40/50 Diesel and LPG Forklift Trucks 
The benchmark for efficiency
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RX 70-40/50 Diesel and LPG Forklift Trucks 
Detailed Photos

Maximum visibility thanks to numerous windows and narrow overhead guard 
profiles

Narrow mast profiles for excellent visibility of forks and load at all timesSuperior comfort thanks to high-quality driver’s seat

Precise and fatigue-free working with the Joystick 4Plus

Additional protective grille roof

Wide, unrestricted entry and exit area

Good servicing and maintenance accessAlso available as an LPG variant
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RX 70-40/50 Diesel and LPG Forklift Trucks 
The benchmark for efficiency

High availability, longer service life and low operating costs thanks to 
diesel-electric drive

Individually adjustable: driving and lifting behaviour can be  
tailored to operational circumstances and driver preferences

Modern, easy-servicing DEUTZ industrial diesel engine meets the 
emission standard with oxidation catalyst alone (without diesel 
particulate filter)

The RX 70‑40/50 IC trucks with a load capacity of up to five tonnes 
have been fitted with a diesel-electric drive. This combines the 
advantages of a powerful internal combustion engine with the precision 
of an electric drive, guaranteeing high availability, a longer service 
life and lower operating costs. With their compact design and high 
manoeuvrability coupled with sensitive transmission and lifting control, 
the RX 70‑40/50 IC trucks enable top handling performance.  
The driving and lifting behaviour can be adjusted to operational 
circumstances or driver preferences. All drive components are 
encapsulated to provide protection against dust and water penetration. 

As a result the trucks are perfect for a range of applications, including 
indoor and outdoor use in the construction industry, building materials 
sector and wood processing, the metalworking industry as well as the 
food and beverages industry. Customers in the logistics and freight-
carrier industries also stand to benefit. The bend-proof and torsionally 
rigid mast allows safe load handling, even for heavy loads with a high 
residual load capacity. The comfortable driver’s cab incorporates the 
latest ergonomic criteria to combat fatigue and improve safety. Five 
driving programmes are available. The Blue-Q energy-saving mode cuts 
energy consumption by 10 per cent with no loss of performance.

The ‘Simply Efficient’ factors: Performance attributes as a measure of economic efficiency

 Simply easy

■ �Climb in, be comfortable and get going, thanks to the spacious 
driver’s cab with adjustable steering column and premium driver’s 
seat

■ �Choose from a range of individual control options: mini-lever, 
Fingertip or Joystick 4Plus

■ �Enjoy a spacious and comfortable driver's cab that can be individually 
set up and offers numerous storage compartments

 Simply powerful

■ �Combination of diesel-electric drive and powerful industrial engines 
ensures high availability, long service life and low operating costs

■ �Lifting capacity of up to five tonnes with a load centre of 600 mm
■ �Fast goods handling thanks to driving speeds of up to 21 km/h

 Simply safe

■ �Perfect all-round view thanks to narrow mast profile and large viewing 
windows on all sides

■ �Asymmetrically offset driver’s seat affords excellent view of load and 
fork carriage

■ �Optimum safety and stability thanks to truck's low centre of gravity
■ �Large, non-slip step and grab handles for high operator safety 

standards
■ �Maximum protection for drivers thanks to the robust, rigid and warp-

resistant mast
■ �Sensitive hydraulic controls ensure safe load handling and prevent 

damage to goods

 Simply flexible

■ �Five driving programmes ensure perfect set-up for every requirement, 
from maximum handling capacity to optimum efficiency

■ �Truck settings can be adapted to the operator: speed, acceleration 
and braking can all be individually set

■ �Suitable for use throughout Europe: latest exhaust gas regeneration 
technology ensures emissions are well within Euro 5 standards

■ �Top handling performance thanks to compact design, excellent 
manoeuvrability and sensitive driving and lifting controls

 Simply connected

■ �Digital performance boost: optional interface for integration into fleet 
management software such as STILL neXXt fleet

■ �Flexible networking options: provision for MMS means the truck can 
be easily integrated into any material flow management system
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RX 70-40/50 Diesel and LPG Forklift Trucks 
Equipment Variants

▯ Standard     ○ Optional     ─ Not available

RX 70-40 RX 70-40 T RX 70-45 RX 70-45 T RX 70-50 RX 70-50 T RX 70-50/600 RX 70-50/600 T

Dr
ive

r’s
 ca

b

Impact-absorbing driver’s seat for optimal comfort on uneven routes ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Steel protective roof (height approx. 2,325 mm) ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Low protective roof (height approx. 2,215 mm) ○ ○ ○ ○ ○ ○ ○ ○
High protective roof (height approx. 2,725 mm) ○ ○ ─ ○ ─ ○ ─ ○
Weather protection design in different variants ○ ○ ○ ○ ○ ○ ○ ○
Driver’s cab ○ ○ ○ ○ ○ ○ ○ ○
Tarpaulin cab ○ ○ ○ ○ ○ ○ ○ ○
Tinted front windscreen, rear and front windows, windscreen washing/wiping facility ○ ○ ○ ○ ○ ○ ○ ○
Single-pedal transmission control ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Double-pedal transmission control ○ ○ ○ ○ ○ ○ ○ ○
Built-in storage and cup holder ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Display and function buttons protected from water spray ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Writing pad with clipboard (removable) and light ○ ○ ○ ○ ○ ○ ○ ○
Grammer driver’s seat with leatherette cover ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Comfort driver’s seat with textile cover and lumbar support ○ ○ ○ ○ ○ ○ ○ ○
Exclusive driver’s seat with leatherette or textile cover, mechanical or airsprung, extra-wide seat pad, large suspension travel, lumbar support, height-adjustable back extension and heated seat ○ ○ ○ ○ ○ ○ ○ ○
Horizontal spring plate for driver’s seat to minimise human vibrations ○ ○ ○ ○ ○ ○ ○ ○
Document pocket on the seat back ○ ○ ○ ○ ○ ○ ○ ○
Roof liner with interior lighting ○ ○ ○ ○ ○ ○ ○ ○
Radio/MP3 player with USB connection ○ ○ ○ ○ ○ ○ ○ ○
Adjustable roof window ○ ○ ○ ○ ○ ○ ○ ○
Protective sunshade and sun blind ○ ○ ○ ○ ○ ○ ○ ○
Water heating with blower and defroster nozzles for front windscreen and footwell ○ ○ ○ ○ ○ ○ ○ ○
Air conditioning ○ ○ ○ ○ ○ ○ ○ ○

M
as

t

Telescopic free view mast ○ ○ ○ ○ ○ ○ ○ ○
Triplex free view mast ○ ○ ○ ○ ○ ○ ○ ○
Fork wear protection ○ ○ ○ ○ ○ ○ ○ ○
Different fork carriage widths and integrated side shifter ○ ○ ○ ○ ○ ○ ○ ○
Load backrest ○ ○ ○ ○ ○ ○ ○ ○
Automatic mast vertical position ○ ○ ○ ○ ○ ○ ○ ○
Hydraulic accumulator in the lifting cylinder to attenuate pressure peaks in the hydraulic system ○ ○ ○ ○ ○ ○ ○ ○
Angle of incline 6/7° front/rear incline ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Bellows protect the tilt cylinder from dust and moisture ○ ○ ○ ○ ○ ○ ○ ○

Ty
re

s Superelastic tyres, SIT system, single or twin ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Superelastic tyres, SIT system, natural colour or anti-static ○ ○ ○ ○ ○ ○ ○ ○
Pneumatic tyres, single or twin ○ ○ ○ ○ ○ ○ ○ ○

Hy
dr
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lic
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Proportional valve technology for especially sensitive movements ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Joystick 4Plus or Fingertip ○ ○ ○ ○ ○ ○ ○ ○
Up to three hydraulic circuits for controlling accessories ○ ○ ○ ○ ○ ○ ○ ○
Custom parametrisation of hydraulic functions ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Mini-lever with armrest, two levers ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Mini-lever with armrest, three or four levers ○ ○ ○ ○ ○ ○ ○ ○

Dr
ive

s

Five driving programmes for different driving and braking behaviour ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Blue-Q energy-saving mode ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Smooth acceleration and reversing ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Maintenance-free drives for driving, steering and lifting ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Travel and lift drive components enclosed to protect against dust and dirt ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Dry air filter with maintenance indicator ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Additional air filter or cyclone pre-separator ○ ○ ○ ○ ○ ○ ○ ○
Gas forklift with LPG cylinders ─ ▯ ─ ▯ ─ ▯ ─ ▯
LPG tank 70 litres ─ ○ ─ ○ ─ ○ ─ ○
Automatic engine shutdown ○ ○ ○ ○ ○ ○ ○ ○
Engine preheating via external power connection ○ ○ ○ ○ ○ ○ ○ ○
Regulated 3-way catalytic converter ─ ○ ─ ○ ─ ○ ─ ─
Diesel particle filter ○ ─ ○ ─ ○ ─ ○ ─

Br
ak

e Wear-free disc brakes that run in an oil bath ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Electromechanical parking brake ○ ○ ○ ○ ○ ○ ○ ○
Hydraulic parking brake ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯

Sa
fe

ty
 

Forklift has low centre of gravity and steering axle with high self-aligning bearing for optimum levels of safety ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Protective grille roof ○ ○ ○ ○ ○ ○ ○ ○
Narrow protective roof profile for an optimum all-round view ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Easybelt restraint system for quick and safe fastening and unfastening ○ ○ ○ ○ ○ ○ ○ ○
IWS restraint system with strap opening located on both sides ○ ○ ○ ○ ○ ○ ○ ○
Lighting system in halogen or LED design, approvable ○ ○ ○ ○ ○ ○ ○ ○
Working lights in halogen or LED design ○ ○ ○ ○ ○ ○ ○ ○
Roof window in rear protective roof area, improved visibility when reversing ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯
Flashing warning light ○ ○ ○ ○ ○ ○ ○ ○
STILL Safety Light warning device, illuminated blue ○ ○ ○ ○ ○ ○ ○ ○
Seat belt control, drive unit only enabled when seat belt is fastened ○ ○ ○ ○ ○ ○ ○ ○
Speed limiter adjustable by driver ○ ○ ○ ○ ○ ○ ○ ○
Tempomat cruise control ○ ○ ○ ○ ○ ○ ○ ○
Load measuring with ±5 per cent precision ○ ○ ○ ○ ○ ○ ○ ○
FleetManager: access authorisation, shock detection, reports ○ ○ ○ ○ ○ ○ ○ ○



STILL GmbH 

Berzeliusstr. 10 

22113 Hamburg 

Germany 

Tel.:	+49 40 73 39 20 00 

Fax:	+49 40 73 39 20 01 

info@still.de

For further information please visit  

www.still.eu R
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STILL is certified in the following 
areas: Quality management, 
occupational safety, environmental 
protection and energy management.




